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Standard Features
•	 High-efficiency	MERV	11	Media	Filter	removes		

air	contaminants	down	to	0.3	micron
•	 MERV	11	Rated	Efficiency	(ASHRAE	Standard	52.2)
•	 Perfect-fit	filter	allows	no	air	gaps
•	 Easy-to-change	filter
•	 Optional	carbon	filters
•	 Reversible	airflow;	mounts	in	any	position
•	 Easily	upgrades	to	a	Goodman®	brand	high-	

efficiency	electronic	air	cleaner

Cabinet Features
•	 Heavy-gauge	galvanized	steel	cabinet	allows		

for	vertical	or	horizontal	installation
•	 Pre-drilled	holes	facilitate	mounting	the	unit		

to	duct	work	or	air-handling	system
•	 Powder-coat	paint	finish	helps	cabinet		

resist	corrosion

HigH-EfficiEncy, cHargEd-MEdia 
rEtrofit air clEanEr

GMU SerieS

MErV 11 ratEd EfficiEncy

*		Complete	warranty	details	available	from	your	
local	dealer	or	at	www.goodmanmfg.com.
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SPEcificationS

Model GMU1620 GMU1625 GMU2020 GMU2025

Power Consumption 0 0 0 0

House Size <2,400	ft²/	<222.96	m² <3,000	ft²/	<278.70	m² <3,000	ft²/	<278.70	m² >3,000	ft²/	>278.70	m²

Airflow
up	to	1,200	CFM
up	to	2,039	m³/hr

up	to	1,400	CFM
up	to	2,379	m³/hr

up	to	1,400	CFM
up	to	2,379	m³/hr

up	to	2,000	CFM
up	to	3,398	m³/hr

Duct Size
16”	x	20”

40.5	x	51	cm
16”	x	25”

40.5	x	63.5	cm
20”	x	20”
51	x	51	cm

20”	x	25”
51	x	63.5	cm

Intake 
Dimensions (H x L)

13⅛”	x	20¾”
33.3	x	52.7	cm

13⅝”	x	24”
34.6	x	61	cm

18”	x	18¾”
45.7	x	47.6	cm

18”	x	23½”
45.7	x	59.7	cm

Cabinet Dimensions 
(W x H x L)

7½	“	x	17”	x	23¾”
19.05	x	43.2	x	60.5	cm

7½”	x	17”	x	26½”
19.05	x	43.2	x	67.5	cm

7½”	x	22”	x	21¾”
19.05	x	55.9	x	55	cm

7½”	x	22”	x	26½”
19.05	x	55.9	x	67.5	cm

Weight 17	lb	/	7.7	kg 18	lb/8.2	kg 19	lb/8.6	kg 20	lb/	9.1	kg

Pressure Drop

.066	(in/	wg)	
@	600	CFM
.217	(in/	wg)	
@	1,200	CFM

.066	(in/	wg)	
@	700	CFM
.217	(in/	wg)	
@	1,400	CFM

.066	(in/	wg)	
@	700	CFM
.217	(in/	wg)	
@	1,400	CFM

.069	(in/	wg)	
@	1,000	CFM
.207	(in/	wg)	
@	2,000	CFM

MERV Rating 11 11 11 11

Replacement Filters M0-1056 M1-1056 M2-1056 M8-1056

For	more	information,		
call	the	air	cleaner		
help	line	toll-free
1-800-267-8305


